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Abstract. We numerically investigated the transport, deformation and buckling events of an isolated elas-tic
fiber in Taylor-Green vortices and studied the dynamics of long filaments in homogeneous isotropic
turbulence. The fiber is modelled by an assembly of spherical beads. The contact between beads enforces the
inextensibility of the filament while bending is accounted for by the Gears Bead Model (GBM) pro-posed by
Delmotte et al. (2015). In the cellular Taylor-Green flow, the buckling probability is a function of a
dimensionless number, called Sperm number, which is a balance between the compression rate of the flow
and the elastic response of the filament. The shapes of the filament and its ability to buckle have been
successfully validated through comparisons with experiments from the work by Quennouz et al. (2015). The
deformation statistics of long flexible fibers in sustained homogeneous isotropic turbulence were analyzed for
various flow and fiber material conditions. Two regimes have been identified depending on the ratio of fiber
length to persistence length which is a measure of turbulent forcing to flexibility. The numerical results are in
good agreement with existing experimental data (C. Brouzet et al., Phys. Rev. Lett. 112, 074501 (2014))
validating the assumptions of our model for the configurations we investigated.
1 Introduction
1.1 Context
When a highly elongated solid object, like a thin rod or
a filament, moves in a fluid, its ability to bend depends
on the interplay between its material properties and the
flow forcing. Drag, strain, and pressure gradient can gener-
ate strong deviations of the object from its initial shape.
This is commonly observed in environmental flows such
as wheat in the blade bending under the wind and elon-
gated algae in the ocean [1]. In industrial applications,
it is observed in wood filaments in papermaking indus-
try [2], fibers to strengthen composite materials, textile
and food industry. In human body, it appears through
DNA actin filaments and fibrine. Microfluidic engineering
and biotechnologies are also concerned with flow-induced
deformation of flexible filaments. Fiber deformation and
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its relation to spatial dispersion has an important role on
the overall response of polymer suspensions undergoing
the coil-stretch transition. For concentrated suspensions
of fibers like in wood pulp, the effect of fiber flexibility on
the rheology is still an open question due to the complexity
induced by fiber deformation and entanglement leading to
the formation of flocs.
1.2 Literature overview
A vast literature exists on the response of suspensions
of solid spherical or non-spherical particles, such as
oblate, prolate or thin rods. When objects have the
ability to deform, many complications arise. The cou-
pling between suspended particles will depend on the
positions (possibly orientations) but also on the shape
of individuals, introducing intricate effects of the history
of the suspension. Many previous investigations of fiber
dynamics, have focused on the dynamics of rigid fibers or
rods [3,4]. The questions which have been addressed are
the orientation dynamics and preferential orientation of
non-spherical objects in homogeneous [5] or wall-bounded
turbulence [6]. Compared to the very large number of
references related to particle suspensions, lower attention
has been paid to the more complicated systems of flexible 
fibers in a turbulent fluid [7]. Polymer physics is a vast 
field of research on flexible filament dynamics. More 
specifically, drag reduction by dilute concentrations of 
long-chain polymer molecules has proven to be very 
efficient in turbulent regime. The phenomenon is known 
for many years [8] although the physical understanding 
of such drastic reduction of momentum flux in a wall-
bounded shear flow is still under investigation [9]. The 
configuration of homogeneous isotropic turbulence is a 
generic flow configuration to disentangle the respective 
effects of the mean shear and turbulent structures [10] on 
the stretching and relaxation of long polymer chains.
Understanding the dynamics of flexible fibers in com-
plex configurations such as a turbulent flows is of primary 
interest. Wandersman et al. [11] studied experimentally 
fiber deformation and transport in a viscous cellular flow 
created by a lattice of magnets in an electrolyte. They 
found that compressive viscous stress could be responsible 
for the buckling of elastic fibers. They analyzed the effect 
of fiber deformation on its translational motion and mea-
sured the buckling threshold in agreement with the linear 
stability analysis for a purely hyperbolic flow. The same 
phenomenon was investigated by [12] and [13]. Quennouz 
et al. [13] compared their numerical simulations with the 
experimental results of [11] on the transport, buckling and 
dynamics of an elastic isolated fiber in 2D cellular vortex 
flow. They specifically investigated the buckling proba-
bility while varying the elasto-viscous number Sp.  Fiber  
dynamics were studied experimentally in turbulent flows 
by [14] for fibers of different lengths and mechanical prop-
erties. A model for the evolution of the time average end-
to-end vector was proposed for the transition from rigid 
to flexible regime as the intensity of turbulence is varied.
In the present work, we study fiber deformation in 
two fluid flow configurations. In the first configuration, 
we investigate fiber deformation and buckling events in 
the Taylor-Green vortex flow and we compare our results 
to the experiments and simulations of [11,12] and [13]. We 
consider this as a validation of our model in a simplistic 
turbulence model. In the second configuration, we inves-
tigate the deformation of fibers in homogeneous isotropic 
turbulence. We first detail the numerical modelling of fiber 
deformation and its coupling with the carrying flow, where 
we couple the Gears Bead Model (GBM) proposed in [15] 
with Direct Numerical Simulations of the Navier-Stokes 
equations. The one-way coupling accounts only for the ef-
fect of fluid flow on fiber without taking in account the 
effect of fiber on the flow. In our approach, we use a 
first step to include part of the two-way coupling through 
the Rotne-Prager-Yamakawa mobility tensor. Neverthe-
less, we only account for local hydrodynamic interactions 
between neighboring beads of the fiber and do not con-
sider interactions over longer distances.
2 Numerical model
Simulating flexible fiber deformations can be handled by 
different approaches from the slender body theory to the
Fig. 1. Fiber discretization and bending torques acting on
beads. The fiber is composed of spherical beads which stay
in contact through no-slip rolling conditions. Two consecutive
beads are forming a rod.
full simulation of fluid-structure interactions based on
a solution of the Navier-Stokes equations with no-slip
boundary conditions on a deformable surface. Although
we are interested in turbulence flow regimes where fluid
inertia is important, for neutrally buoyant filaments low
Reynolds assumption is a good approximation of local flow
around a fiber as there is no slip due to gravity and local
slip is only due to the fiber elastic response. In the context
of Stokesian dynamics, a number of approaches have been
developed, such as resistive force theory and boundary in-
tegral elements. We here adopt a bead model, thoroughly
described and validated in [15].
2.1 Gears Bead Model (GBM)
The GBM discretizes any flexible slender body into a set of
interacting beads, fig. 1 [15]. Kinematic constraint forces
related to the inextensiblility are included in the model
together with hydrodynamic forcing and elastic response.
Thus, the transport and deformation of the filament
depends on forces and torques applied on each bead. The
elastohydrodynamics of homogeneous flexible and inex-
tensible fiber is considered. The fiber is decomposed into
a set of objects which experience bending torques and elas-
tic forces to recover their equilibrium shape, the bending
moments derivation and discretization are described be-
low. Then, the role of bending moments and constraint
forces is addressed in the force and torque balance for the
assembly.
The constitutive law giving the bending moment,
m(s), of an elastic beam reads
m(s) = Kbt× dt
ds
, (1)
where Kb(s) is the bending rigidity, t is a unit vector tan-
gent along the beam centerline and s is the curvilinear
abscissa. Using the Frenet-Serret formula
dt
ds
= κ(s)n (2)
the bending moment could be written as
m(s) = Kb κ(s)b, (3)
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where κ(s) is the local curvature, n and b are the normal
and bi-normal unit vectors of the Frenet-Serret frame of
reference. We consider that the beam is discretized into
N rigid beads of diameter d = 2a. Inextensible fibers
are made up of two bond beads and linked together by
a flexible joint with bending rigidity Kb. Bending mo-
ments are evaluated at joint locations si = (i − 1)λ for
i = 2, . . . , N−1 where si corresponds to the curvilinear ab-
scissa of the mass center of the i-th bead. In the following
discrete unit vectors connecting the center of mass of bead
i− 1 to the center of mass of bead i are denoted using the
Frenet-Serret triad associated with tangent, normal and
binormal (ti,ni,bi). The local curvature κ(si) can then
be estimated from a first-order discretization of arc-length
along the fiber, eq. (2), projected onto the normal n:
κ(si) =
1
2a
(ti+1 − ti) · ni = 1
2a
ti+1 · bi × ti. (4)
Thus this leads to the following formulation of the dis-
crete curvature, as in [16]:
κ(si) =
1
2a
(ti × ti+1) · bi, (5)
where bi = ti×ni = ti×ti+1‖ti×ti+1‖ and κ(si) = 12a‖ti× ti+1‖.
The bending torque on bead i is then given by eq. (6).
We show the torque computation on a beam discretized
with five beads in fig. 1:
γ
b
i = m(si+1)−m(si−1). (6)
This elementary geometric law [16] provides an ap-
proximation of the curvature κ(si) when the angle between
two adjacent tangent vectors is small. Contact forces de-
termined by Lagrange multipliers ensure the connectivity
and inextensiblity conditions since it is derived from the
rolling contact kinematic constraints. It circumvents the
use of spring forces between adjacent bead. Hence, this
represents a huge saving of numerical cost, since there is
no need for small time-stepping resulting from the use of
stiff potentials.
2.2 Hydrodynamic coupling
In our beads model, the fiber is composed of spherical par-
ticles to account for the finite width of its cross-section.
The hydrodynamic interactions are provided through the
solution of the mobility problem which relates forces and
torques to the translational and rotational velocities of
the beads. This many-body problem is non-linear in the
instantaneous positions of all particles of the system. Ap-
proximate solutions of this complex mathematical prob-
lem can be achieved by limiting the mobility matrices
to their leading order. Pairwise interactions are required
to account for anisotropic drag effects within the beads
composing the fiber. We use the Rotne-Prager-Yamakawa
(RPY) tensor for the determination of buckling probabil-
ity of fibers in Taylor-Green vortex flow, one of the most
commonly used approximation to include hydrodynamic
interactions. We use a simpler model for fibers in turbu-
lence, called free drain, as the mobility matrix is assumed
to be diagonal through neglecting hydrodynamic interac-
tions with neighboring spheres. We perform a one-way
coupling that does not account for fiber effect on fluid,
as previously performed in the studies of [12] and [13].
Long-range hydrodynamic interactions might become im-
portant when the fiber is so coiled that it is near self-
contacting or forming knots, i.e. when the length of the
fiber is very large. We consider only neutrally buoyant fil-
aments, thus ignoring gravity effects. In the first part, the
flow field is analytically specified by the Taylor-Green so-
lution that is an exact solution of two-dimensional steady
Navier-Stokes equations. For the second part, we solve the
three-dimensional Navier-Stokes equations
ρf
Du
Dt
= −∇p+ μ∇2u+ f , (7)
∇ · u = 0, (8)
where u, is the instantaneous fluid velocity, p the pres-
sure, f the large scale forcing to sustain turbulence, ρ the
fluid density and μ the dynamic viscosity. The solution
is time advanced using a third-order Adams-Bashforth
scheme. The computational domain is a cubic box of
dimensions (2π)3 with tri-periodic boundary conditions.
The Fourier pseudo-spectral method is used to solve mo-
mentum balance and continuity equations. Statistically
stationary turbulence was sustained by applying homo-
geneous, isotropic, time-correlated forcing [17] over a nar-
row shell of small wavenumbers, f in eq. (8), which pro-
duces integral-scale fluid fluctuations (i.e., the size of the
largest eddies) on the order of one-tenth of the domain
size. We calculated turbulent flows for two different Tay-
lor Reynolds numbers, ranging from 51 to 97, by varying
the number of mesh points from 1283 to 5123 to ensure
that the Kolmogorov scale was fully resolved in each case.
In all simulations, the separation between forcing and dis-
sipation scales was sufficient to produce the universal char-
acteristics of a homogeneous isotropic turbulent flow. The
fluid velocity is linearly interpolated at the particle cen-
ters of beads composing a fiber assuming their radius to
be small compared to the smallest eddies corresponding
typically ten Kolmogorov length scales.
2.3 Numerical setting
The particles are tracked using a mesh-less method by
integrating the equations of motion using a 3rd-order
Adams-Bashforth integration scheme. In the case of tur-
bulent flows, the time step is determined by the stabil-
ity condition for solving the Navier-Stokes equations. De-
pending on the fiber material properties, the time step to
resolve fiber deformation can be larger or smaller than the
time step for fluid flow resolution. We always consider the
smallest of the two numerical conditions which possibly
yields sub-stepping for the Gear Bead Model. The kine-
matics of the filament results from the cumulative contri-
butions of individual bead motions. Positions are obtained
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Fig. 2. Probability density fonctions of the mean curvature (eq. (11)) of fibers in turbulence. (a) Effect of fiber discretization 
into N beads on the determination of the curvature. lp is the persistence length defined in eq. (15). (b) Effect of the time step 
on the numerical solution with N=20. OCFL is the Courant-Friedrichs-Lewy reference time step. 
from the temporal integration of the equation of motion 
with a 3rd-order Adams-Bashforth scheme 
d1-; 
-=V· 
dt i, 
(9) 
where ri, vi are the position and translational velocity of 
bead i. The time step Llt used to integrate eq. (9) is fixed 
by the characteristic bending time 
A 
µ,(2a)4 1rd4 
LJt < � with K
b = E 64 ;
Llt < �4;; (E is the Young modulus) (10) 
where µ, is the fluid viscosity. J(b has the dimension of 
a force times a surface. Temporal convergence has been 
validated in fig. 2 where ôcFL is the Courant-Friedrichs­
Lewy reference time step based on the rms fluctuations of 
the flow velocity and the width of a mesh cell. The classic 
recommendation for numerical stability is to choose a time 
step corresponding to ôcFL/20 or lower. 
The Frenet-Serret formula eq. (2) relates the fiber cur­
vature and the bending moment which can be written as
eq. (3) for discretization with N beads. The local curva­
ture is defined between three consecutive beads. We sta­
tistically studied the fiber curvature as a local probe of 
turbulent forcing experienced by the filament. For this, 
the Probability Density Function (PDF) of the mean cur­
vature is evaluated from eq. (11) as the algebraic mean 
curvature of the fiber. This provides a single value of the 
curvature R at each time step: 
l N-1
R = N - 2 L l,ç(si)I.
i=2 
(11) 
Table 1. Turbulent flow properties of the numerical simula,. 
tions. 
Flow type I II 
Box size 21r3 2-ir3 
Grid size 1283 5123 
µ viscosity 10-3 10-3
1/k Kolmogorov length 0.0286 0.007
Àg Taylor microscale 0.23 0.17
L9 integral scale 0.7 0.7
Re>. Reynolds number 51 97 
1: dissipation rate 0.0015 0.34 
Pl density 1 1 
Cores number 8 64 
Llt time step 10-2 2 X 10-4
The discretization of the fiber with a finite set of beads 
requires their number to adequately describe the bending 
deformation of an elastic fiber. For this aim, we performed 
a set of numerical simulations by changing only the beads 
number N in a turbulent flow. A fiber of length L = 2 in 
a domain 21r3, rigidity J(b = 10-6 inside flow type (I) (see 
table 1) was discretized with N = 10, 20, 40 and 80 beads. 
The PDFs of the mean curvature, defined by eq. (11), were 
plotted to evaluate the effect of discretization in fig. 2. We 
selected a case corresponding to very flexible fibers which 
is the most sensitive to the fiber discretization as strong 
bending events are often occurring. 
This shows when the number of beads is insufficient, 
strong bending effects are flawed, corresponding to a lower 
probability of small curvature for ten beads discretization. 
Increasing N to twenty, events of smaller curvature are 
more frequent. For N = 40 we find that the two curves of 
the PDF are almost overlapping which indicates the con-
vergence of bead discretization. No much differences are 
observed with simulations corresponding to N = 20, 40 or 
80. We consider that N = 20 is adequate for discretization.
3 Fibers in Taylor-Green flow
The Taylor-Green velocity field is described by eq. (12), 
where x˜ = πx/W , y˜ = πy/W are the dimensionless Carte-
sian coordinates and W is the vortex width:
U = U0
(
sin(x˜) cos(y˜)
− cos(x˜) sin(y˜)
)
. (12)
Equation (12) corresponds to a two-dimensional periodic
array of counter-rotating vortices. The ratio of the fiber
length to the vortex width, α = L/W = 0.4, is match-
ing the experimental conditions of [13]. Initially fibers are
randomly distributed and orientated throughout the flow.
The problem is controlled by two dimensionless parame-
ters, α and the Sperm number [18] Sp = μL
4S
Kba4
, where μ
is the fluid viscosity, L and a are, respectively, the fiber
length and radius (L/a = 12), S is the compression rate
and Kb is the bending modulus of the fiber. The Sperm
number as defined above corresponds to the elasto-viscous
number defined by [13]. In experiments, fibers are float-
ing on the fluid-air surface but the effect of the meniscus
has been shown to be negligible due to the size and mate-
rial properties of the filament. We consider only neutrally
buoyant filaments, thus ignoring gravity effects as fiber
and fluid densities are constant and equal.
3.1 Fiber deformation
In our simulations, fibers are shown to be either captured
within the vortices or translating along the backbone of
the stable and unstable manifolds that are connecting the
array of compression or extension regions. As the fiber
approaches the surrounding of the stagnation point corre-
sponding to compression region, it may buckle. Theoreti-
cally, buckling was explained by [12] as it arises from the
instability of a nearly straight fiber under viscous com-
pressive loading. This instability occurs beyond a critical
strain rate of the linear flow and it is associated with a U-
shaped deformation mode. In our simulations V-shaped,
U-shaped and S-shaped fibers have been clearly observed
for Sp = 450. For higher Sp more deformation shapes oc-
cur and they are shown in fig. 3.
3.2 Statistics of buckling events
Hundreds of non-interacting fibers were simultaneously
distributed inside the domain to achieve statistical con-
vergence. Simulations were performed during 1000 time
Fig. 3. Fiber shapes observed near the stagnation points or
within vortices corresponding to Sperm number Sp ≥ 450.
units (W/u0) during which fiber beads positions are com-
puted. The maximum value of Sp was about 1.4 104 in
previous studies. We extend the range up to Sp = 108. A
constant probability of buckling has been attained above
Sp = 106. A buckling event is defined as follows: the
fiber enters a compression region in a non-coiled state, i.e.
Re,2D/L > 0.8, and buckles inside the compression region,
i.e. Re,2D/L < 0.8, where Re,2D is the end-to-end length
of the fiber in two dimensions. Each time a fiber enters a
compression region we add one to the number of trajec-
tories Ntracks. The probability is given by the ratio of the
number of buckling events Nevents to the total number
of trajectories passing through the compression regions,
PBuckling = Nevents/Ntracks. If a fiber buckles more than
once in the compression region we only consider the first
buckling event. This procedure is similar to the experimen-
tal determination of the buckling probability used by [13].
We show in fig. 4 the evolution of buckling probability
when Sperm number Sp is varied over eight decades.
Note that measurements are subject to statistical er-
rors inversely proportional to
√
Nevents where Nevents is
the total number of buckling events for each Sp. In our sim-
ulations, the error bars become smaller due to the large
number of events we obtain by running simulations for
a long time and inserting many non-interacting fibers si-
multaneously. The agreement of our simulations is very
good when compared to both experiments and simulations
of [13], carried out with a different numerical model.
4 Fibers in homogeneous isotropic turbulence
An experimental study was carried out by [14] to
characterize, analyze and model fiber deformations in
turbulence. The corresponding snapshots of the numeri-
cal simulations are shown in fig. 5. In experiments, neu-
trally buoyant fibers were inserted into flow confined in a
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Fig. 5. (a) Visualization of Homogeneous Isotropie Turbulence for Re>.. = 51 with velocity contours. (b) Snapshot of the fibers 
positions simulated in Homogeneous Isotropie Turbulence. The number of fibers is 45 with diameter d = 0.1 and length L = 2 
discretized with 20 beads. 
Table 2. Properties of fibers and carrying fluid in experiments. 
Type I 
Material Silicone 
E MPa 21 
p kg/m
3 1350 
2a µm 900 
Kb N·m2 6.75 X 10-7 
L cm [1.1, 17.6] 
µ Pa·s 0.8 X 10-3 
Pl kg/m
3 1000 
cylinder of radius 8 cm and length 18 cm. The turbulent 
flow was driven by two counter-rotating disks separated 
by a distance with variable rotational frequency form 2 
to 30 Hz, allowing to increase the integral Reynolds num­
ber form 105 to 1.4 x 106. The flexibility of the filament 
is varied by increasing the length of fiber for fixed bend­
ing modulus and diameter. Fiber properties are given in 
table 2. When turbulence production balances viscous dis­
sipation, the Kolmogorov length scale T/k = (v3 /E)114 can
be determined from the rate of energy dissipation E, or 
equivalently the injected power per unit mass. The rota­
tional frequency and the injected power are related by the 
relation E = (21r/3)3 R2 F3 , where R is the disk radius and 
/3 = 0.1 is a constant obtained experimentally. For each ro­
tational frequency, flow scales change. Fibers length varies 
from lem (rigid regime) up to 17.4cm (flexible regime). 
Ail images are recorded far from the walls, in the center 
Fig. 6. Comparison between numerical simulations (left col-
umn) and experiments (right column) of fiber deformation for
rigid regime (top row) and flexible regime (bottom row). Each
fiber has one end positioned at the center of the graphic and
color is proportional to the probability of finding one bead of
the fiber at the considered position from the center.
of the cylinder where the flow is expected to be isotropic
and homogeneous. The end-to-end vector Re,3D connect-
ing the two extremities of the fiber writes as
Re,3D = (Xf −Xo), (13)
where Xo and Xf denote the absolute positions of the
two extremities of the fiber. The experimental setup per-
mits to capture snapshots of individual fibers. Image post-
processing provides a 2D projection of the end-to-end vec-
tor. Because the end-to-end vector PDF shares the same
symmetry as turbulence which is assumed to be rotation-
ally invariant, a correction factor was used to adapt the
measurements to 3D. For the numerical modelling, the
end-to-end vector Re,3D = XN − X1 of the fiber dis-
cretized in N beads is used to characterize the evolution
of the fiber normalized by its length L.
The deformations of fiber can be visualized experi-
mentally by shifting the fiber’s center of mass towards
the center of flow whilst superposing Re,3D and testing
the isotropy of its radial distribution function for vari-
ous regimes. Figure 6 is composed of the superposition
of many instantaneous snapshots of the filament shape.
One end of each fiber has been placed in the center of
the graphic as a common origin of the accumulated fila-
ment shapes. For the rigid regime, short fiber as shown
in fig. 6(top), the superposition was found to form a
smooth sphere whereas for the flexible regime, shown in
fig. 6(bottom), the superposition showed a sphere with
a rough surface due to the fiber deformation. The com-
parison of experiments and numerical simulations shows
a good agreement.
Changing the fiber length affects its flexibility which
yields variations of its local curvature. For these two
regimes, we compare in fig. 7 the probability density
functions of simulations with theoretical predictions [19]
and experimental data. For a rigid fiber of length L,
the PDF follows the theoretical prediction PRe2 =
1/2L2(1−Re2/L2)−1/2 whereas in the flexible regime the
PDF is Gaussian, PRe2 = exp(−Re2/〈Re2〉)/〈Re2〉. Both
predictions are in good agreement with the numerical sim-
ulations of rigid rods or long flexible fibers and associated
experiments. The gyration radius is given by
Rg
2 =
1
N
N∑
i=1
r2i , (14)
where ri is the bead’s i perpendicular distance from the
fiber’s center of inertia. We plot the PDF of gyration ra-
dius for rigid and flexible cases. For the rigid case, the PDF
shows a sharp peak slightly below the value of strictly
rigid rods δR. In the case of long flexible filaments, the
distribution of the gyration radius is much broader as a
result of the deformation of fiber by the turbulent struc-
tures yielding successive stretch-coil events. This behavior
is expected as the fiber length L is much smaller than the
persistence length lp, eq. (15), while the case correspond-
ing to L much larger than lp shows a PDF following an
exponential decay. lp defines the typical length over which
bending is balancing flow-induced deformation. For an in-
termediate length, the PDF changes continuously from the
rigid regime to Gaussian distribution:
lp = (EI)
1/4/(μρǫ)1/8. (15)
4.1 Numerical results
The turbulent kinetic energyK, or turbulence fluctuations
u′, are obtained by averaging over space and time after
the initial transient, two to three integral time scales are
necessary to develop the statistically steady state of tur-
bulence. This can be also evaluated in the spectral space
by integrating the energy spectrum function E(k) as
K =
1
2
〈u′iu′i〉 =
∫ kmax
0
E(k)dk. (16)
The rate of kinetic energy dissipation per unit volume, ǫ, is
balanced by the volumetric power input of the turbulence
forcing and it is directly evaluated by integration of the
dissipation spectrum D(k) over all wavenumbers:
ǫ =
∫ kmax
0
D(k)dk = 2ν
∫ kmax
0
k2E(k)dk, (17)
where ν = μ/ρ is the kinematic viscosity. The two typical
length scales which characterize the turbulent fluid, are
the Taylor microscale, λ2 = 15νu
′2
ǫ , and the Kolmogorov
length scale η = (ν
3
ǫ )
1
4 . The Reynolds number based on
the Taylor microscale is defined as Reλ = u
′λ/ν. Lg is
the integral length scale of the turbulent flow whose prop-
erties are listed in table 1. The evolution of fiber defor-
mation characterized by the vector Re,3D is investigated
numerically. A dimensionless number is used to compare
the turbulence forcing to the elastic response of fiber. We
define a turbulent Sperm number by balancing turbulent
dissipation with the elastic property of the fiber:
Sp =
ρλ3ǫμλ5
(EI)2
=
μρǫλ8
(EI)2
=
L8
l8p
. (18)
Fig. 7. Comparison between theoretical prediction, experimental and numerical results. (a) PDF of end-to-end distance for
rigid fiber and (b) PDF of gyration radius for rigid fiber; L = 1, Kb = 10−5 and flow type I. (c) PDF of end-to-end distance
for flexible fiber and (d) PDF of gyration radius for flexible fiber; L = 1.8, Kb = 40× 10−17 and flow type I. δR corresponds to
straight rods while δF = 1/(6N)
1/2 is the theoretical prediction for the entropically governed polymer chain following a random
walk in three dimensions.
This can be interpreted as the ratio of a typical length
scale of bending to fiber length. As fibers do not inter-
act with each other neither with fluid, we insert hundreds
of fibers into a box of volume (2π)3 to achieve statistical
convergence. Fibers are initially randomly distributed in
positions and orientations. In experiments, one single fiber
was used and statistics were formed over time. The gravi-
tational force was neglected as the fiber density was close
to that of surrounding fluid. We show the fibers properties
in table 2.
Through simulations, fibers get deformed by the flow
in a sustained turbulence. Fibers are randomly seeded
throughout the whole domain of simulations with a
straight shape. After a transient which ensures that fibers
are statistically well deformed by the flow, the calcula-
tions of the Re,3D vector is carried out by finding the
end-to-end distance from the positions of the two beads
at the extremities of the fiber. Two sets of flow configura-
tions were simulated corresponding to an increase of the
Reynolds number of the flow, table 1. This is experimen-
tally equivalent to varying the rotational frequency of the
disks. In each flow configuration, the length of fibers and
material properties were widely varied to compare with
experiments which were limited to a narrower range of
variation. In both experiments and simulations, fiber ma-
terial and length are chosen such that both rigid and flex-
ible regimes are addressed for the turbulent flow configu-
rations under consideration. The time average end-to-end
squared vector 〈R2e,3D〉t vs. fiber length has been measured
experimentally for the rotational frequency F = 20Hz. It
is observed that the general behavior for the short and
rigid fibers scales linearly, fig. 8, while long and flexible
fibers deviate from 〈R2e,3D〉t/L2 = 1 because fiber experi-
ences turbulent forcing yielding to the local curvature of
the beam and 〈R2e,3D〉t < L2. The log-log plot gives the
impression that the behavior is purely linear, although for
long fibers the behavior is no longer linear. Therefore, for
the long flexible fiber, an analogy with the worm-like chain
model for a polymer was proposed by [14]. The predictions
of the end-to-end vector were compared to the polymer
model. It is determined by the persistence length for a
thermally agitated polymer. The vector Re,3D is predicted
Fig. 8. Evolution of the end-to-end distance for fibers of dif-
ferent lengths L, bending rigidities Kb and flow parameters.
〈R2e,3D〉t is scaled by the Kolmogorov length.
by the following equation:
〈R2e,3D〉 = γ
(
2ℓpL− 2ℓ2p
[
1− exp
(−L
ℓp
)])
, (19)
where γ is a constant prefactor and ℓp is the persistence
length representing the correlation length of the orienta-
tion along the chain. It is a basic mechanical property
quantifying the stiffness of a polymer. The persistence
length is expressed as ℓp = K
b/kBT for polymers and lp
from eq. (18) for a fiber in turbulence. Kb is the bending
modulus and kBT is the thermal energy. For rigid fibers,
〈R2e,3D〉 = L2 as L ≪ ℓp whereas for long flexible fibers
〈R2e,3D〉 = 2lpL as L≫ ℓp.
Figure 8 displays the log-log plot of 〈R2e,3D〉 with di-
mensionless length to the Kolmogorov scale ratio L/ηK .
This plot shows that, for the range of stiffness param-
eters we investigated, a flexible fiber scaling behavior
〈R2e,3D〉 ∼ L is mostly observed, which also favorably com-
pares with the observed experimental trend. In fig. 8, the
Kolmogorov length is chosen as a reference scale, for both
the end-to-end distance of the chain and its total length.
These results are somehow unexpected since given the flow
type, and bending rigidity, the fiber is not always in the
flexible regime. In order to more closely investigate this is-
sue, we compute the evolution of the end-to end distance.
The Sperm number associated with all the flow types and
bending rigidity provided in fig. 10 does not only corre-
spond to the flexible regime only, but also partly to the
rigid one, for which this behavior is also consistent with
the finding of fig. 9.
4.2 Discussion
The squared vector 〈R2e,3D〉t can characterize fiber defor-
mation in fluctuating environment such as turbulence. In
Fig. 9. Probability density functions of the mean curvature
(eq. (11)) of fibers in turbulence for different flow parameters
and fiber material properties.
Fig. 10. Evolution of the dimensionless end-to-end distance
with Sperm number. Comparison of 〈R2e,3D〉t/L
2 for simula-
tions with γ = 3, experiments of [14] with γ = 2, and model of
eq. (19) in dashed line.
fig. 9, the mean curvature estimated from eq. (11) indi-
cates that the persistence length lp = (μρǫ)
1/8/(EI)1/4
provides a consistent length scale for the fiber bending.
All data corresponding to different bending modulus and
two flow configurations collapse on a master curve only de-
termined by the persistence length. This means that com-
pressive deformation and elastic response are balanced to
provide the characteristic bending scale. Moreover, this
confirms the relevance of the choice made for the persis-
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tence length as the relevant scale for fiber deformation or
equivalently the Sperm number, which is deduced from the
ratio between the fiber length and the persistence length
lp, consistently with Rosti et al. (2018).
When fiber length changes, the interaction with the
flow changes because fiber is experiencing different eddy
sizes and intensity corresponding to different rates of
deformation resulting in variations of the local curvature.
Rosti et al. [20] considered a continuous 1D, infinitely thin,
inextensible elastic model for the fiber with isotropic drag
and an Immersed Boundary Method (IBM) for fully cou-
pled simulations. Based on scaling arguments, they consid-
ered the elastic/inertia balance to define a critical bending
rigidity above which the time response of the fiber is either
dominated by the turbulent eddies, or oppositely, beyond
which, the flexible elastic response governs its dynamic.
They suggested that the resulting end-to-end fiber statis-
tics could be used to probe the turbulence statistics, espe-
cially in the second flexible regime where turbulence time-
scale is smaller than the elastic relaxation time-scale. This
balance is exactly the one provided by our Sperm number.
Some differences in the analysis of the overdamped limit
of the fiber elastic relaxation of [20] and previous publi-
cations also appear which are not explored here. Hence,
when we focus on comparing experimental and numerical
predictions for fiber in a turbulent flow, we also recover a
rigid to flexible transition regime previously observed in
the numerical simulations of [20] and the study of [21].
We provide in fig. 10 the investigation of crossover
regimes between flexible and rigid in the investigated
range of flow and bending rigidity parameters. Fiber of
different rigidities ranging from Kb = 10−3 down to
Kb = 10−6 and length varying according to the required
range of Sperm number were used in our simulations in
order to investigate the evolution of the average squared
end-to-end vector 〈R2e,3D〉t with respect to the fiber ini-
tial length. We found that the decrease of fiber rigidity
at constant turbulent intensity is equivalent to an in-
crease of the turbulent intensity at constant elastic prop-
erties. Figure 10 shows the normalized 〈R2e,3D〉t/L2 ver-
sus Sperm number Sp simulated for flows listed in ta-
ble 1 and over a wide range of material property. Open
symbols represent simulation results using 1283 grid, blue
and red crosses symbols are results of simulations using
5123 grid. Experiments are represented by blue squares
and the persistence length model is represented by the
black dashed line. The prefactor γ in persistence length
(lp = γ((EI)
1/4/(μρǫ)1/8)) is found equal to 3 for the
1283 and 5123 simulations. The data are well described
by the model and in good agreement with experiments
with γ = 2. Hence, given the flow range and fibers prop-
erties, we both investigated configurations of slightly rigid
and mostly flexible fibers. In all cases, fig. 9 shows that
the definition of the persistence length is a relevant phys-
ical property to collapse all probability density functions
of fiber curvature. The apparent flexible scaling behav-
ior of the end-to-end length provided by fig. 10, might be
explained by a smooth crossover to meet the quadratic
regime expected for rigid fibers.
5 Conclusion
The buckling probability of an isolated fiber in Taylor-
Green flow has been computed by means of numerical sim-
ulations. The results are in good agreement with the previ-
ous numerical and experimental studies of [13]. The buck-
ling probability for Sp < 400 is very close to the experi-
mental data while some discrepancy occurs for Sp > 400.
This is a validation of the Gear Bead Model [15] in a com-
plex flow composed of vortical and strain regions which
are the ingredients of turbulence.
Based on the Gear Bead Model, we carried out numeri-
cal simulations of fibers deformation of various lengths and
material properties in homogeneous isotropic turbulence.
The bead model is coupled to direct numerical simulations
of the Navier-Stokes equations. A tri-periodic domain con-
taining sustained turbulence reproduces the basic features
of a reference experiments to probe the different regime
of fiber deformations, from short and rigid fibers to long
and flexible filaments. We simulated two turbulent flows
corresponding, respectively, to ηK = 0.03 (Flow I) and
ηK = 0.007 (Flow II). Under these conditions the dimen-
sionless length of the fiber L/Lg varies from 0.85 to 6.5 in
Flow I and varies from 0.1 to 6 in Flow II. The range of
variation covers the experimental conditions where L/Lg
is of order unity. The end-to-end mean squared distance
〈R2e,3D〉t has been obtained from numerical simulations as
well as statistics on the fiber mean curvature. Both have
been compared to experiments. The evolution of 〈R2e,3D〉t
shows a very good agreement between simulations and
experiments with respect to the turbulent Sperm num-
ber Sp = Llp with lp = γ
(EI)1/4
(μρǫ)1/8
. The results of a model
inspired by polymer dynamics differ only by a prefactor
γ = 3 for simulations and γ = 2 for experiments. The
scaling proposed by [14] has been extended by varying in-
dependently the material property and length of the fiber
showing that the balance between the turbulent fluctua-
tion forcing for two turbulent flow fields and elastic bend-
ing holds over a much wider range of parameters than in
experiments.
We only accounted for local hydrodynamic interactions
between neighboring beads of the fiber without consider-
ing interactions over longer distances. Long-range hydro-
dynamic interactions might become important when the
fiber is coiled or forming knots, i.e. when the length of
fiber is very large. In the Taylor-Green vortices configura-
tion, such complex shape filament has not been observed
for the considered fiber aspect ratio in agreement with
previously considered experiments. In the case of the tur-
bulent flow, self-contact may occur only for very long flex-
ible fibers but these events are very rare and we believe
they do not flaw the statistics in the considered regimes.
Finally, it is also interesting to mention that our model, as
opposed to the one used in Rosti et al. (2018) takes care
of short-range self-avoiding interactions of the chain. This
is discussed in [21] and [20] showing that turbulence is re-
sponsible of a straightening, i.e. decreasing of the mean
curvature, of long fibers.
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